CPR 2.2.1 Minimum configuration for Windows XP, Vista & Windows 7 
(1) Middleware Versions
Note:  The middleware listed below is normally included in the “Support” folder

on the CPR software distribution CD.  This middleware will be available for download from the CPR Community Page on Navy Knowledge Online (NKO) along with CPRv2.2.1 application software from the “CPR v2.2 Downloads and Documents” Knowledge Center.  
(1) ActivIdentity ActivClient 6.2
i)  Note:   Install the latest hot fixes (see militarycac.com for more information/hot fix links).
(1) Identix Fingerprint Reader Components (FRC)

(1) XP:  FRC Version 4.11 
(1) Vista, Windows 7:  FRC Version 9.0
(1) Oracle Java/ Java Runtime Environment (JRE)
Java 6.0/JRE 1.6 or Java 7.0/JRE 1.7

Note:  Download latest version and updates from http://www.oracle.com/technetwork/java/javase/downloads/index.html.
(1) Supported Peripheral Devices
(1) Fingerprint Readers

(1) Supported legacy models, non-PIV compliant (can no longer be purchased from Identix)

(1) DFR-200 (A.K.A. BTO-200) 

(2) DFR-2080 

(3) STMicro (A.K.A. TouchChip)

(1) Supported PIV compliant models, commercially available 
(1) DFR-500 (A.K.A. BTO-500) 

(2) DFR-2100U2 

(3) Secugen Hamster IV 

(4) Crossmatch Verifyer 310LC 

(1) Smart Card Readers
(1) Any PCSC compliant USB smart card reader that is both recognized by and fully operational with the ActivClient 6.2 middleware
(1) Tested card reader models

(1) ActivCard USB reader V 2.0

(2) SCM SCR 331
(3) Omnikey 3021
(1) Minimum platform configuration

(1) Windows XP, Vista, Windows 7 

(1) Latest Service Pack 
(1) All current JTF-GNO required IAVA patches

(1) 1.5 GHz processor 

(1) Recommend 2.0 GHz or better

(1) 1GB RAM 

(1) Recommend 2 GB RAM or better

(1) Network access to public DNS resolution for connecting to the CPR-Server Service and CPR-Portal Service.
